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DP Gauge with Transmitter

MAGNEHELIC GAUGES WITH TRANSMITTER

The 605 Series Magnehelic® Indicating Transmitter
provides for both visual monitoring and electronic
control of very low differential pressure. The Series
605 is ideal for control applications in building HVAC
systems where local indication is desired during
routine maintenance checks or necessary when
trouble shooting the system.  The easily read dial
gauge is complemented by the two-wire, 4-20 mA
control signal utilising the time-proven  Magnehelic®

gauge mechanical design and Series 600 strain-
gauge transmitter technology.   The two-wire design
with terminal strip on the rear simplifies connection in
any 4-20 mA control loop powered by a 12.3-35 VDC
supply.

PRESSURE RANGES

SPECIFICATION

DP Ranges Pascals or inch WG
Accuracy ±2% FSD
Power Supply: 10 to 35 VDC
Output Signal: 4 to 20 mA DC, 2 wire

(limited at 38 mA max.)
Loop Resistance: 0-1250 ohms from 10

to 35 VDC
Current Consumption: 38 mA DC (max.)
Material: Die cast aluminum case, 

baked dark gray hammerloid 
finish, acrylic cover.

Span and Zero 
adjustments: Protected potentiometers
Media Air and non corrosive gases
Connections 1/8" NPT female
Pressure 25 psig max
Temperature 0-50°C
Panel Cut Out 123mm dia
Overall Size 140 dia. x 65mm deep
Weight 1.14Kg
PERFORMANCE AT 70°F
Zero output: 4 mA
Full span output: 20 mA
Stability: ±1% F.S.O. /yr
Warm-up time: 10 minutes
Thermal Error: ±1%/50°F typical (-1 to 49°C).
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Model

605-00N
605-11
605-0
605-1
605-2
605-3
605-6
605-10
605-20
605-30
605-50

605-250 Pa
605-500 Pa

Inches w.c

.05-0-.20

.25-0-.25
0-.50
0-1.0
0-2.0
0-3.0
0-6.0
0-10
0-20.0
0-30
0-50
Pa
0-250
0-500

Maximum
Pressure

1.7 bar
1.7 bar
1.7 bar
2.5 kPa
34.5 kPa
34.5 kPa
1.4 bar
1.4 bar
1.4 bar
1.4 bar

1.7 bar
2.5 kPa

Electrical
Accuracy
+/- %
2
2
2
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0.5
0.5
0.5
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2
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Mechanical
Accuracy
+/-%
4
3
2
2
2
2
2
2
2

2
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